2. Specification 


GENERAL 


Application Circuit : 
Mode of Operation : 
Communication Mode : 
Effective Scanning Width : 
Scanning Method : 
Recording Paper Size : 
Effective Recording Width : 
Recording Method : 

ADF : 

Paper Capacity : 
Resolution : 

Gray Scale : 

Contrast : 

Memory : 

Modem Speed : 

Coding Method : 
Transmission Speed : 
Back Up Battery : 

Power Supply : 


Insulation Resistance : 


Dimension (W x D x Hmm): 


PSTN or behind PABX 

Half-Duplex 

ITU Group 3 

A4 (210 mm) 

CIS 

A4, Letter, Legal 

8 inch (203.2 mm) 

Thermal Ink-Jet 

15 sheets (based on A4 /20 Ibs) 

100 sheets (based on A4, 10mm) 

Standard / Fine / Super Fine / Photo 

64 levels 

Light/ Auto / Dark 

512 kbyte for EPROM, 32 kbyte for SRAM 
Max. 14,400 bps 

MH/MR/MMR 

10 seconds (Phase C by ITU 4% Chart / Memory TX) 


3 V Lithum / non-rechargeable 


Check power label attached near the power cord connection. 


50 Mohm or more (typ. 3 G at 500 V) 
384 x 330 x 183 mm (including ASF) 
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LIU 

Out Band Signal Level : 
0 -4 kHz 
4 - 12 kHz 


2 kHz or more 
Input Level Range : 


Coding Format 


P-20 dBm or less 
P-40 dBm or less 
P-60 dBm or less 


-5 ~ -48 dBm 
L H 1209 Hz 1336 Hz 1477 Hz 
697 Hz 1 2 3 
770 Hz 4 5 6 
852 Hz 7 8 9 
941 Hz * 0 # 


Frequency Tolerance : + 1.5% 


Specification 


2-2 


Samsung Electronics 


